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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 



IS 7756 (1975): Depressor, Tongue, Lack's Pattern [MHD 4: 
Ear, Nose and Throat Surgery Instruments] 




Jawaharlal Nehru 
'Step Out From the Old to the New' 
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Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 
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Bhartrhari — Nitisatakam 
"Knowledge is such a treasure which cannot be stolen" 
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SPECIFICATION FOR 
DEPRESSOR, TONflJE, LACK'S PATTERN 



1. Scope — Covers dimensional and other requirements for Lack's pattern tongue depressor. 

2. Shape and Dimensions— As shown in Fig. 1. 
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. j^ll dimensions in millimetres. 
FIG. 1 DEPRESSOR, TONGUE, LACK'S PATTERN 

2.1 Deviation of ±2'5 percent shall be allowed on all dimensions. 

3. Material — Stainless steel sheet conforming to Designation 04Cr18Ni9 or 07Cr18Ni9 of 
IS : 6911-1972 'Specification for stainless steel plate, sheet and strip'. 
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4. Workmanship and Finish 

4.1 The depressor shall be of one piece and shall be free from burrs, pits, cracks and other surface flaws. 

4.2 The edges of the depressor shall be even, rounded and shall not be sharp. 

4.3 The depressor shall be polished bright and passivated. 

4.4 The thickness of the depressor shall be uniform throughout. 

5. Tests 

5.1 Flexibility — Grip the whole length of the straight limb of the depressor in a vice. Apply a force to 
the free end of the depressor to deflect it by an amount shown in Fig. 1. The depressor shall not have 
acquired any new permanent set. The blade shall show no sign of damage after test. 

5.2 Proof Load — Grip the depressor firmly in a vice close to the large blade, with the blade protruding 
and facing upwards. Suspend gradually a load of 180 N ( 18 kgf approximately ) from the tip of the 
blade for 2 minutes. Similarly carry out the test on the small blade using a load of 100 N ( 10 kgf 
approximately ). After the test the depressor shall show no sign of damage. 

5.3 Corrosion Resistance — The depressor shall show no sign of corrosion when tested in accordance 
with IS : 7531-1975 ' Method for boiling and autoclaving test for corrosion resistance of stainless steel 
surgical instruments \ 

6. Marking — Each depressor shall be marked with the manufacturer's name, initials or recognized 
trade-mark and the country of manufacture. 

6.1 ISI Certification Marking — Details available with the Indian Standards Institution. 

7. Packing — The depressor shall be wrapped in moisture-proof paper or packed in polyethylene bags. 
The depressor may also be packed as agreed to between the purchaser and the supplier. 
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